
Standard Models 

Model Number Filter Area Diameter Height on Straight Operation Weight 
(m

2

) (mm) (mm) (tons) 

DS 03 0.3 640 2700 1.3 

DS 07 0.7 960 3125 [ 3.2 

DS 15 1.5 1430 4450 9.0 

DS 30 3.0 1920 4800 I 16.0 

OS 50 5.0 2550 5850 34.0 

Other Products for Clarification and Filtration 

• Chemical Dosing Systems for dosing coagulants and flocculants.

• Solids Contact Clarifier and Lamella Clarifier.

• Multigarde Sand Filter, Dual Media Filter, Pressure Sand Filter and Auto Valveless Gravity Filter.

• Sludge Thickeners , Oil Removal Systems and Ultra Filtration Membranes.

To the best of our knowledge the information contoined in this publicotion is accurote. Ion Exchange (India) Ltd. maintains o policy of continuous 
development and reserves the right to amend the information given herein without notice. Please contact our regional/ branch offices for current 
product specifications. 
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International Division

India - Ankleshwar | Hosur | Patancheru | Rabale | Verna | Wada

Manufacturing Units

Overseas - Hamriyah | Kingdom of Bahrain | Indonesia | Bangladesh

All India Service and Dealer Network

Corporate Office

Ion House, Dr. E. Moses Road, Mahalaxmi, 

Mumbai - 400011 | Tel: +91 22 6231 2000

E-mail: ieil@ionexchange.co.in

R-14, T.T.C MIDC, Thane - Belapur Road, Rabale,

Navi Mumbai - 400 701 | Tel: +91 22 6857 2400

E-mail: export.sales@ionexchange.co.in

Regional and Branch Offices - CLICK HERE

Bengaluru | Bhubaneswar | Chandigarh | Chennai | Delhi

Hyderabad | Kolkata | Lucknow  | Vadodara | Vashi 

Visakhapatnam    

Overseas Offices - CLICK HERE

Bahrain | Bangladesh | Canada | Indonesia | Kenya 

Malaysia | Oman | Saudi Arabia | Singapore | South Africa 

Sri Lanka | Tanzania | Thailand | UAE | USA    

ION EXCHANGE (INDIA) LTD.

www.ionindia.com

https://www.ionindia.com/contactUs.asp
https://www.ionindia.com/contactUs_overseas.asp





