
Clinical, pharmaceutical and research laboratories require laboratory grade distilled water or equivalent 
quality water that consistently meets stringent water standards. Water below a desired quality not only 
affects the chemistry of the test conducted but also damages the instruments, which in turn, reduces the 
reliability of the test and also increases calibration time and reagent cost. 

Ion Exchange with over five decades of experience in innovative total water management solutions presents 
INDION Lab-Q Water Maker. It is easy to install and has several built-in safety features for reliable and 
consistent water supply of purified laboratory grade water.

Features
Online Conductivity Meter - Displays product 
water quality for continuous monitoring

Automatic Flush Device (AFD) - Ensures periodic 
cleaning of the system

Dry Run Protection - Ensures protection of the 
pump when inlet water is unavailable

Optional Filtration - Can be attached at the 
point of dispensing spout to ensure compliance 
to microbial reduction values

Spare Kit - Lab-Q Guard and Lab-Q Clear
are included to avoid downtime

  

Instant water dispensing with single touch user 
interface

Applications

Accessory for random access auto analyzers

For reagent preparations and washing

Instrument analysis

Pharmaceutical industry

Heating baths and biomedical applications

Water for inverter batteries

Advantages
Provides an efficient alternative to buying and 
storing laboratory grade distilled water

Compact and portable counter top model 
ensures optimal use of space

Low operating cost

Requires minimum maintenance

임상, 제약 및 연구 실험실에는 엄격한 수질 기준을 지속적으로 충족하는 실험실 등급의 증류수 또는 이와 동등한 수질의 물이 

필요합니다. 원하는 수질 미만의 물은 수행하는 검사의 화학적 성질에 영향을 미칠 뿐만 아니라 장비를 손상시켜 결과적으로 

검사의 신뢰성을 저하시키고 보정 시간과 시약 비용도 증가시킵니다.

혁신적인 종합 물 관리 솔루션 분야에서 50년 이상 경험을 쌓은 Ion Exchange는 INDION Lab-Q Water Maker를 선보입니다. 

설치하기 쉽고 여러 안전 기능이 내장되어 있어 안정적이고 일관된 정제된 실험실 등급의 물을 공급할 수 있습니다.

특징 응용 분야

이점

실험실 등급 증류수를 구매하고 보관하는 데 대한 

효율적인 대안을 제공합니다

작고 휴대 가능한 카운터 톱 모델로 최적의 공간을 

활용합니다

낮은 운영 비용

최소한의 유지보수 필요

온라인 전도도 측정기 - 지속적으로 모니터링하기 위해 

제품 수질을 표시합니다.

자동 세척 장치(AFD) - 시스템을 정기적으로 청소합니다.

시운전 보호 - 유입수를 사용할 수 없을 때 펌프를 

보호합니다

선택적 여과 - 미생물 감소 값을 준수하기 위해 투여 

추출구 지점에 부착할 수 있습니다

예비 키트 - 가동 중지 시간을 방지하는 Lab-Q Guard 및 

Lab-Q Clear가 포함되어 있습니다

단일 터치 사용자 인터페이스로 즉각적으로 물을 

분사합니다

무작위 액세스 자동 분석기용 부품

시약 준비 및 세척용

기기 분석

제약 산업

가열전해조 및 생물의학적 적용

인버터 배터리용 물



Feed Water Specification 

LimitsParameters
TDS  

Turbidity

Iron / Magnesium

Free Chlorine
Oil & Grease

Silica

Inlet Pressure

Total Organic Carbon (TOC)

500 ppm max.

5 NTU
Nil

Nil
Nil

<20 ppm
2 Min 0.5 kg/cm
2Max 2.0 kg/cm

3 ppm

Performance Parameters

Parameters Limits
Capacity
Turbidity

Conductivity

Total Organic 
Carbon (TOC)

10 l/h
<1 NTU

2<1 µS/cm

<200 ppb
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To the best of our knowledge the information contained in this publication is accurate. Ion Exchange (India) Ltd. maintains a policy of continuous 
development and reserves the right to amend the information given herein without notice. Please contact our regional / branch offices for current 
product specifications.

 is the registered trademark of Ion Exchange (India) Ltd.

Dimensions 450 mm x 240 mm x 440 mm
Weight

Power Requirement
Power Consumption

13 kg

230 V AC ±10%
40 watts

LimitsParameters

+91 80 2853 2002

パラメ�タ� 限界
最大500ppm。

濁度

��マグネシウム 無

無

無

オイル＆グリ�ス

遊離塩素

シリカ

入口�力
最小0.5 kg/cm 2 

最大 2.0 kg/cm 2

全有機炭素 (TOC)

매개변수 한계
최대 500ppm

탁도

철/마그네슘 Nil

Nil

Nil

기름 및 그리즈

유리염소

실리카

입구 압력
최소 0.5kg/cm2
최대 2.0 kg/cm2

총유기탄소 (TOC)

급수 사양

성능 매개변수 제품 사양

매개변수 한계 매개변수 한계
용량 10 l/h

탁도

전도성

총유기탄소 (TOC)

크기

무게

전력 요건

전력 소비

당사가 아는 한 이 간행물에 기재된 정보는 정확합니다. Ion Exchange (India) Ltd.는 지속적인 개발 방침을 관리하며 통지 없이 본 문서에 기재된 정보를 수정할 권리를 보유합니다. 현재 

제품 사양에 대해서는 당사의 지사/지점에 문의해 주십시오.

은 Ion Exchange (India) Ltd.의 등록 상표입니다.

국제사업부회사 사무실

사무실

지역 전화 이메일팩스

지점

첸나이

델리

바시

캘커타

벵갈루루

부바네스와르

하이데라바드

찬디가르

러크나우

비샤카파트남

바도다라

공장: 안클레슈와르 | 호수르 | 파탄체루 | 라베일 | 베르나 모든 인도 서비스 및 딜러 네트워크

40 와트

20ppm 미만

20ppm 미만

전화: 팩스:

이메일: 
전화: 팩스:

이메일: 


