
Clinical, pharmaceutical and research laboratories require laboratory grade distilled water or equivalent 
quality water that consistently meets stringent water standards. Water below a desired quality not only 
affects the chemistry of the test conducted but also damages the instruments, which in turn, reduces the 
reliability of the test and also increases calibration time and reagent cost. 

Ion Exchange with over five decades of experience in innovative total water management solutions presents 
INDION Lab-Q Water Maker. It is easy to install and has several built-in safety features for reliable and 
consistent water supply of purified laboratory grade water.

Features
Online Conductivity Meter - Displays product 
water quality for continuous monitoring

Automatic Flush Device (AFD) - Ensures periodic 
cleaning of the system

Dry Run Protection - Ensures protection of the 
pump when inlet water is unavailable

Optional Filtration - Can be attached at the 
point of dispensing spout to ensure compliance 
to microbial reduction values

Spare Kit - Lab-Q Guard and Lab-Q Clear
are included to avoid downtime

  

Instant water dispensing with single touch user 
interface

Applications

Accessory for random access auto analyzers

For reagent preparations and washing

Instrument analysis

Pharmaceutical industry

Heating baths and biomedical applications

Water for inverter batteries

Advantages
Provides an efficient alternative to buying and 
storing laboratory grade distilled water

Compact and portable counter top model 
ensures optimal use of space

Low operating cost

Requires minimum maintenance

临床、制药和实验室研究需要实验室级蒸馏水或同等质量的水以满足严格的用水标准。 质量不满足要

求的水不仅会影响测试的化学性质，还会损坏仪器，影响测试的可靠性，增加校准成本和试剂成本。

Ion Exchange拥有超过50年的创新水管理解决方案的经验，现推出INDIONLab—Q制水器。 此产品安装方

便，具有多种内置安全功能，可提供稳定可靠的实验室级纯净水。

特点 应用

优点

为购买和储存实验室级蒸馏水提供了有效的替代

方案

小而轻便的设计确保空间的最佳利用

运行成本低

维护成本低

让地球焕然一新

饮水机

在线电导仪-显示产品水的质量，可用于持续监

测

自动冲洗装置（AFD）-确保定期清洁系统

空运行保护装置-无进水时保护水泵

可选过滤装置-可安装在出料口处，保证微生物

含量达到标准

备件套装-包括Lab—Q Guard和Lab—Q Clear以

避免停机

具有单触式用户界面的即时水分配

用于随机存取自动分析仪的附件

用于试剂制备和清洗

仪器分析

医药行业

加热池和生物医学应用

逆变器蓄电池用水



Feed Water Specification 

LimitsParameters
TDS  

Turbidity

Iron / Magnesium

Free Chlorine
Oil & Grease

Silica

Inlet Pressure

Total Organic Carbon (TOC)

500 ppm max.

5 NTU
Nil

Nil
Nil

<20 ppm
2 Min 0.5 kg/cm
2Max 2.0 kg/cm

3 ppm

Performance Parameters

Parameters Limits
Capacity
Turbidity

Conductivity

Total Organic 
Carbon (TOC)

10 l/h
<1 NTU

2<1 µS/cm

<200 ppb
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To the best of our knowledge the information contained in this publication is accurate. Ion Exchange (India) Ltd. maintains a policy of continuous 
development and reserves the right to amend the information given herein without notice. Please contact our regional / branch offices for current 
product specifications.

 is the registered trademark of Ion Exchange (India) Ltd.

Dimensions 450 mm x 240 mm x 440 mm
Weight

Power Requirement
Power Consumption

13 kg

230 V AC ±10%
40 watts

LimitsParameters

+91 80 2853 2002

パラメーター 限界

最大500ppm。

濁度

鉄�マグネシウム 無

無

無

オイル＆グリース

遊離塩素

シリカ

入口圧力
最小0.5 kg/cm 2 

最大 2.0 kg/cm 2

全有機炭素 (TOC)

参数 极限值

最大值500ppm

浑浊度

铁/镁 Nil

Nil

Nil

油和润滑脂

游离氯

矽土

压力
最小 0.5 kg/cm2 

最大 2.0 kg/cm2

总有机碳（TOC）

给水规格

性能参数 产品规格

参数 极限值 参数 极限值

产能 10 l/h

浑浊度

电导率

总有机碳（TOC）

尺寸

重量

用电规格

耗电量

我们承诺本出版物中包含的信息完全准确。 Ion Exchange（印度）有限公司坚持持续发展的政策，并保留在不另行通知的情况下修改本文中提供的信息的权利。有关当前产品规格，请联

系我们的区域办事处/分支机构。

是Ion Exchange (印度) 有限公司的注册商标

ION EXCHANGE (印度) 有限公司

国际部公司办事处

Dr. E. Moses路，Ion House

Mahalaxmi, 孟买400 011

电话：+91 22 3989 0909 | 传真：+91 22 2493 8737

邮箱： ieil@ionexchange.co.in

R -14, T.T.C MIDC, Thane - Belapur 路,

Rabale, Navi Mumbai 400 701

电话：+91 22 3989 0909/3913 2400 | 传真：+91 22 2769 7918

邮箱：export.sales@ionexchange.co.in

办事处

区域 电话 邮箱传真

分公司

Chennai

德里

瓦西

Kolkata

班加罗尔

巴布内斯瓦尔

海得拉巴

昌迪加尔

勒克瑙

维沙卡帕特南

巴罗达

 工厂：Ankleshwar | Hosur | Patancheru | Rabale | Verna 全印度服务和经销商网络
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